FINISHED GRADE IN LAWN 1" BELOW TOP OF MOWSTRIP
SLOPE TO DRAIN
1/2" RADIUS, TYP.
TOP OF MULCH 1" BELOW TOP OF MOWBAND
TROWEL FINISH (SHINER) EACH SIDE
HEAVY BROOM FINISH CENTER BAND
#4 REBAR CONTINUOUS
SUBGRADE COMPACTED TO 90%

NOTES:
1. PROVIDE DEEP SCORE JOINTS AT 20'–0" INTERVALS.
2. CLASS "B" CONCRETE.
3. BROOM FINISH PERPENDICULAR TO MOWSTRIP EDGE UNLESS OTHERWISE SPECIFIED.
4. PROVIDE FULL DEPTH FELT EXPANSION JOINTS WHEN ABUTTING WALLS AND BUILDINGS – WITH SEALANT.
5. PROVIDE CONTINUOUS #4 REBAR IN CENTER OF MOWBAND.
6. BAND SHALL BE 4" THICK IN PEDESTRIAN AREAS, 6" OR MORE IN AREAS WITH CONSTANT OR PERIODIC VEHICULAR USE.

CONCRETE BAND—UC DAVIS STANDARD

UNIVERSITY OF CALIFORNIA, DAVIS

CONCRETE BAND - UC DAVIS STANDARD

REVISION 1
SCALE: NTS DATE: JULY 11
DWN: CHKI APPROVED FILE NO. H-03