TYPICAL MANHOLE

NOTES:
1. PROVIDE RATED GALVANIZED MANHOLE LADDER.
2. DETAILS IS FOR REFERENCE ONLY. HEAVY DUTY DIMENSIONS AND REQUIREMENTS WITH MANUFACTURER CUT SHEETS PRIOR TO INSTALLATION.
3. PROVIDE 4" COMPACTED CRUSHED ROCK BASE OVER 2" COMPACTED SAND BASE FOR LEVELING.
4. INSTALL MANHOLE PER MANUFACTURER REQUIREMENTS.

SECTION A

MANHOLE & CABLE RACK SECTION

NOTE:
1. BEND & SLOUGH ALL NON-CURRENT CARRYING CONDUCTORS TO GROUND ROD NEAR WALL
2. CABLE SHALL BE FULLY LOODED (300) IN MANHOLE & SECURED TO CABLE RACK
3. PULLING IRON EYE ON EACH WALL

BILL OF MATERIALS
1. CABLE RACK HOT DIP GALVANIZED
2. INSULATOR WESPE SUPPORT, 6"
3. Hook Type Insulator
4. Pulling Iron, 2/3" ROD GALVANIZED
5. Stud for 1/2" Bolt and Lead Anchor
6. 3" TEAR CONCRETE WALL AT E00 FT

NTS
JULY 12

E-09